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INSTITUTE VISION AND MISSION
Vision of the Institution:

Promote academic excellence, research, innovation, and entrepreneurial skills to produce graduates with

human values and leadership qualities to serve the nation

Mission of the Institution:
Provide student-centric education and training on cutting-edge technologies to make the students globally
competitive and socially responsible citizens. Create an environment to strengthen the research, innovation and

entrepreneurship to solve societal problems.
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PROGRAM EDUCATIONAL OBJECTIVES (PEOSs)

PEQOL: To evolve into a skilled professional capable of handling interdisciplinary work
atmosphere and excel in problem solving.

PEQO2: Inculcate the urge to progress in the chosen field of Electronics & Communication
through higher education and research.

PEQO3: Develop professional values among the students through Ethics based teaching
learning process.

PEOA4: Identify the leader ship skills in the individuals and encourage them towards
Entrepreneurship, Innovation and lifelong learning.
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PROGRAM SPECIFIC OUTCOMES (PSOs)

PSOL1: To train the students and make them industry ready in the fields of Electronics &

Communication, VLSI, Robotics, and 10T.

PSO2: To provide well equipped laboratory infrastructure where an individual is

mentored to develop innovative electronics projects.
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INSTRUCTIONS TO THE STUDENTS

Students are required to attend all labs.

Students should work individually in the hardware and software laboratories.

Students have to bring the lab manual cum observation book, record etc along
withthem whenever they come for lab work.

Should take only the lab manual, calculator (if needed) and a pen or pencil to the
work area.

Should learn the pre lab questions. Read through the lab experiment to familiarize
themselves with the components and assembly sequence.

Should utilize 3 hours time properly to perform the experiment and to record
the readings. Do the calculations, draw the graphs and take signature from the
instructor.

If the experiment is not completed in the stipulated time, the pending work has
to becarried out in the leisure hours or extended hours.

Should submit the completed record book according to the deadlines set up by
theinstructor.

For practical subjects there shall be a continuous evaluation during the semester
for 15 sessional marks and 35 end examination marks.

Out of 15 internal marks, 5 marks shall be awarded for day-to-day work and 10
marks to be awarded by conducting an internal laboratory test.
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SWITCHING THEORY and LOGIC DESIGN LAB

List of Experiments: (Minimum of Twelve Experniments has to be performed)

I. Verification of truth tables of Logicgates
Two input (1) OR (ii) AND (iii) NOR (iv) NAND (v) Exclusive OR (vi) Exclusive
NOR
Design a simple combinational circuit with four variables and obtain minimal SOP
expression and verify the truth table using Digital TramerKit
Verification of functional table of 3 to 8 line Decoder /De-multiplexer
4 variable logic function verification using 8 to Imultiplexer.
Design full adder circuit and verify its functionaltable.
Verification of functional tablesof
(1) JK Edge triggered Flip —Flop
(n) J K Master Slave Flip — Flop
(m)D Flhp -Flop
Design a four bit ring counter using D Flip — Flops / JK Flip Flop and verifyoutput
Design a four bit Johnson's counter using D Flip-Flops / JK Flip Flops and verifyoutput
Verify the operation of 4-bit Universal Shift Register for different Modes ofoperation.
0. Draw the circuit diagram of MOD-8 ripple counter and construct a circuit using T-Flip-
Flops and Test it with a low frequency clock and Sketch the outputwaveforms.
11. Design MOD - 8 synchronous counter using T Flip-Flop and verify the result and Sketch
the outputwaveforms.
12. (a) Draw the circuit diagram of a single bit comparator and test theoutput
(b) Construct 7 Segment Display Circuit Using Decoder and 7 Segment LED and testit.

[}

O LA B

O 00N

ADD on Experiments:
1. Design BCD Adder Circuit and Test the Same using RelevantIC
2. Design Excess-3 to 9-Complement convertor using only four Full Adders and test the
Circuit.
3. Design an Experimental model to demonstrate the operation 0f74154 De-Multiplexer
using LEDs foroutputs.
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PROGRAM OUTCOMES (POs)

PO1. Engineering Knowledge: Apply the knowledge of mathematics, science, engineering
fundamentals, and an engineering specialization to the solution of complex engineering
problems.

PO2. Problem Analysis: Identify, formulate, research literature, and analyze complex
engineering problems reaching substantiated conclusions using first principles of
mathematics, natural sciences, and engineering sciences.

PO3. Design/Development of Solutions: Design solutions for complex engineering
problems and design system components or processes that meet the specified needs with
appropriate consideration for the public health and safety, and the cultural, societal, and
environmental considerations.

POA4. Conduct Investigations of Complex Problems: Use research-based knowledge and
research methods including design of experiments, analysis and interpretation of data,
and synthesis of the information to provide valid conclusions.

PO5. Modern Tool Usage: Create, select, and apply appropriate techniques, resources,
and modern engineering and IT tools including prediction and modelling to complex
engineering activities with an understanding of the limitations.

POG6. The Engineer and Society: Apply reasoning informed by the contextual knowledge to
assess societal, health, safety, legal and cultural issues and the consequent responsibilities
relevant to the professional engineering practice.

PO7. Environment and Sustainability: Understand the impact of the professional
engineering solutions in societal and environmental contexts, and demonstrate the
knowledge of, and needfor sustainable development.

POS8. Ethics: Apply ethical principles and commit to professional ethics and responsibilities
and norms of the engineering practice.

PO9. Individual and Team Work: Function effectively as an individual, and as a member
or leader in diverse teams, and in multidisciplinary settings.

PO10. Communication: Communicate effectively on complex engineering activities with
the engineering community and with society at large, such as, being able to
comprehend and write effective reports and design documentation, make effective
presentations, give and receive clear instructions.

PO11. Project Management and Finance: Demonstrate knowledge and understanding of
the engineering and management principles and apply these to one’s own work, as a
member andleader in a team, to manage projects and in multidisciplinary environments.

PO12. Life-Long Learning: Recognize the need for, and have the preparation and ability to
engage in independent and life-long learning in the broadest context of technological
change.
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SWITCHING THEORY AND LOGIC DESIGN LAB
Academic Year: 2022-23
List of Experiments:
S. Name of the experiment COs PO/PSO
No Mapped
L g’a‘igsf'ca“on oftruthtables of Logic |~y PO1,P02,PO3,P04,P09,PSOL,PSO2
2 |Design a simple combinational circuit CO2 PO1,PO2,PO3,PO4,PO9,PSO1,PSO2
3. [3to 8 line Decoder/De-multiplexer co2 PO1,PO2,PO3,PO4,PO9,PSOL,PSO2
4. |4 variable logic function verification co3 PO1,P0O2,PO3,PO4,POY,PSOL,PSO2
using 8 tol multiplexer
5. [full adder circuit CO2 PO1,P0O2,PO3,P0O4,P0O9,PSO1,PSO2
. ELIP-ELOPS CO4 PO1,P0O2,PO3,P0O4,P0O9,PSO1,PSO2
7. [four bit ring counter CO6 PO1,PO2,PO3,P0O4,PO9,PSO1,PSO2
g [four bit Johnson’s counter CO6 PO1,P0O2,PO3,P0O4,P0O9,PSO1,PSO2
. A-bit Universal Shift Register CO5 PO1,P0O2,PO3,P0O4,P0O9,PSO1,PSO2
0 MOD-8 ripple counter CO6 PO1,PO2,PO3,P0O4,P0O9,PSO1,PSO2
11. [MOD-8 synchronous counter using CO6 PO1,P0O2,PO3,P0O4,PO9,PSO1,PSO2
single bit comparator, CcO2 PO1,PO2,PO3,PO4,POY,PSO1,PSO2
12. |7 Segment Display Circuit Using
Decoder and 7 Segment LED
Additional Experiments:
S . COs
No [Name of the experiment Mapped PO/PSO
1 | BCD Adder Circuit CO2 PO1,P02,PO3,PO4,P09,PSOL,PSO2
2 |operation of 74154 De-Multiplexer ~ [CO2 PO1,PO2,PO3,PO4,PO9,PSO1,PSO2
3 $§fgga”d Write Operations for IC |~ PO1,P02,P03,P04,P09,PSO1,PSO2
4 Verification of De-Morgan Theorems |[CO2 PO1,P0O2,PO3,PO4,PO9,PSO1,PSO




WEST GODAVARI INSTITUTE OFSCIENCE & | Course Ac.Year :

ENGINEERING File- 2022-23
Approved by AICTE & Affiliated to INTU Kakinada. Course
Prakasaraopalem, Avapadu, Tadepalligudem, W.G.Dist, A.P., INDIA Plan Sem
Year: 11 |
Course Qutcomes (COs)
Course Name: | STLD LAB Class I1-1ECE
Faculty Name: | B. ANUSHA Regulation | R20
AY: 2022-23 1%'Semester
Course Outcomes
After completing this course, the student will be able to:
cO CO Statement Taxonomy
Number
Cco1 Test the operation of different logic gates using relevant IC’s. Analyse
CO2 Examine the operation of different combinational logic circuits. Apply
Apply the concept of Boolean algebra or k-maps to reduce and Construct
cos3 logic circuit for given function. Apply
CO4 Analyse the Truth tables of different Flip-Flops. Analyse
CO5 Design of registers using sequential logic circuits. Create
CO6 Design of Synchronous and Asynchronous counters using Flip-Flops. Create

Faculty signature
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Course Outcome mapping with PO’s and PSQO’s
Course Name: STLD LAB Class I ECE
Faculty Name: B. ANUSHA Regulation | R20
Academic Year 2022-23 Semester I
COURSE OUTCOMES (COs):
Upon completion of the course, students will be able to:

co# Course Outcomes Blooms

Taxonomy level

co1 Test the operation of different logic gates using relevant IC’s. Analyse

co2 Examine the operation of different combinational logic circuits. Apply

co3 Apply the con'cep')t of Boole.an algebré or k-maps to reduce and Apply

Construct logic circuit for given function.

co4 Analyse the Truth tables of different Flip-Flops. Analyse

CO5 Design of registers using sequential logic circuits. Create

CO6 Design of Synchronous and Asynchronous counters using Flip-Flops. Create

CO-PO/PSO MATRIX:

PO1 PO2 PO3 | PO4 | PO5 | PO6 | PO7 | PO8 | PO9 | PO10 | PO11 | PO12 PSO1 PSO2

co1 |2 1 2 1 2 2
co2 |3 2 2 |2 1 2 2
co3 |3 3 3 2 2 2
coa |3 2 2 |1 1 2 2
cos |3 3 2 |2 2 2 2
co6 |3 3 2 |2 2 2 2
§°‘"S 2.83 | 233 |216| 175 1.5 2 2

PO1 | Engineering Knowledge PO7 Environment & Sustainability

PO2  Problem Analysis PO8 Ethics

PO3 | Design/ Development of Solutions PO9 Individual & Team Work

PO4  Conduct Investigations of complex problems PO10 Communication Skills

PO5 | Modern Tool usage PO11 Project Management & Finance

PO6 | Engineer & Society PO12 Life-long Learning

PSO 1: To train the students and make them industry ready in the fields of Electronics &
Communication, VLSI, Robotics, and IOT.

PSO 2: To provide well equipped laboratory infrastructure where an individual is mentored to develop
innovative Electronics projects.

Faculty signature
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Gap analysis based on CO-PO mapping

Gaps identified based on the CO-PO mappings:

Lagging inConduction of Investigations of complex problems (CO3)

Plan of Action /Corrective measures

Experiment on Conversion of logic gates, conversion of one flip-flop to another.
Revised Mapping considering the gaps

CO-PO/PSO MATRIX:

PO1 PO2 PO3 | PO4 | PO5 | PO6 | PO7 | PO8 | PO9 | PO10 | PO11 | PO12 PSO1 PSO2

cor |2 1 2 1 1 2
co2 |3 2 2 |2 1 2 2
co3 |3 3 3 |3 2 2 2
coa |3 2 2 |2 1 2 2
cos |3 3 2 |2 2 2 2
co6 |3 3 2 |2 2 2 2
§°‘"5 283 | 233 | 2162 1.5 2 2

PO1 @ Engineering Knowledge PO7 Environment & Sustainability

PO2  Problem Analysis PO8 Ethics

PO3 | Design/ Development of Solutions PO9 Individual & Team Work

PO4  Conduct Investigations of complex problems PO10 Communication Skills

PO5 | Modern Tool usage PO11 Project Management & Finance

PO6 | Engineer & Society PO12 Life-long Learning

PSO 1: To train the students and make them industry ready in the fields of Electronics &
Communication, VLSI, Robotics, and IOT.

PSO 2: To provide well equipped laboratory infrastructure where an individual is mentored to develop
innovative Electronics projects

Faculty signature
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EXp. Page.
P EXPERIMENT NAME g
No No
1. Verification of Truth Tables of Logic Gates. 1
2. Design a Simple Combinational Circuit with Four Variables, 9
Obtain Minimal Sop Expression and Verify the Truth Table
3 Verification of Functional Table Of 3 to 8 Line Decoder / De- 15
' Multiplexer
4. Four variable logic function using 8 Tol Multiplexer. 21
5. Design Full Adder Circuit And Verify Its Functional Table. 27
Verification of Functional Tables of JK Edge Triggered Flip—Flop,
6. J K Master Slave Flip —Flop, D Flip-flop. 33
- Design a Four Bit Ring Counter Using D Flip — Flops / JK Flip-flop a1
' and Verify Output.
Design a Four Bit Johnson’s Counter Using D Flip-Flops / JK Flip 47
8. Flops and Verify Output.
9 Verify the Operation of 4-Bit Universal Shift Register 53
for Different Modes of Operation
10. Mod-8 Ripple Counter and Construct A Circuit Using T-Flip-Flops. 59
11. . . . 65
Mod-8 Synchronous Counter Circuit Using T-Flip-Flops.
12 A) One Bit Comparator. 71
' B)7 Segment Display Circuit Using Decoder and 7-Segment Led.
13. BCD Adder Circuit 83
1 IC74154 De-Multiplexer o1
15 Read and Write Operations For IC 74189 99
16.  |Verification of De-Morgan Theorems 105
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1. VERIFICATION OF TRUTH TABLES OF LOGIC GATES
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Pin Diagrams and Their Truth Tables:

AND Gate TRUTH TABLE
7408
Vee
[1a] [1s] [r2] [r] [o] [o] [e] AND

RiR|lO|lO|>
R OlRr|IO|m
RO|lO|O

GND
OR Gate: 7432 TRUTH TABLE
1‘YTC 13 112 I11 10 9 ]B
DT :
A B Y=A.B
> 0 0 0
0 1 1
1 0 1
a  d o A d o Ao 1 1 1
NOT Gate: 7404 TRUTH TABLE
14 13 12 11 10 9 8
vee | L] || |
NOT Gate
A Y=A’
0 1
Lalialivs B
| ;. 1 e
1 2 3 4 5 6 7
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1. Verification of Truth Tables of Logic Gates

Aim: To study and verify the truth table of logic gates.
Two input (i) OR (ii) AND (iii) NOT (iv) NOR (v) NAND (vi) Exclusive OR
(vii) Exclusive NOR

Components Required:
1. Digital IC trainer Kit.
2. 1C 7408, IC 7404, IC 7400,IC 7432,1C 7406,IC 7402,IC 7486

3. Connecting wires.

Theory:

In the digital circuits, two discrete voltages are recognized as two logic levels, logic ‘1’ and
logic ‘0’. These are also known as ‘high’ and ‘low’ logic levels. Circuits that process digital signal
and take logical decisions are called logic gates. Each gate has two or more inputs and one output
terminal. The output wave form at any instant depends only upon the input waveform at that
instant. Such circuits are called combinational logic circuit. The logic gates Transistor Logic
(RTL), Diode Transistor Logic (DTL), Transistor Transistor Logic (TTL) and Emitter Coupled
Logic (ECL). The last two types are in wide use and are available in IC version. The three basic

logic gates are OR gate, AND gate, and NOT gate.

AND-Gate:

AND gate has two or more inputs and only one output. If the both the inputs are 1 the
output is 1. If any one of the inputs is 0 the output is 0. Thus the output of the AND Gate is equal
to the product of the input. The output can be expressed Y=A.B.

OR-Gate:
OR gate has two or more inputs and only one output. If the both the inputs are 1 the output
is 1. When both of the inputs are O the output is 0. Thus the output of the Or gate is equal to the

sum of the input. The output can be expressed as Y=A+B.

West Godavari Institute of Science & Engineering Page 3
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NAND gate: 7400 TRUTH TABLE
I NAND gate
0 0 1
0 1 1
| I 1 0 1
1 1
) |Z 1: ﬂ: B|: ZE GllV: 0
NOR Gate: 7402 TRUTH TABLE
Vce
Wil Jas Jax e Jae e |8 NOR Gate: 7402
SIpE==E
0 0 1
D IC 7402 ELECT2ONICS SINE} 0 1 0
1 0 0
1 1 0
a2l sl a1l s 61 71ew
EX-OR Gate:7486 TRUTH TABLE
Vee
14 113 121 11| 10 sJ s| EX-OR Gate
o B B
0 0 0
> IC 7486 0 1 1
1 0 1
ED—‘ 1 1 0
1 Jd 8l 4 sl o 7l ono
EX-NOR Gate: 74266 TRUTH TABLE
Vce
1 |13 12| 1] 10] 9| 8 EX-NOR Gate
A B Y=
0 0 1
D IC 74266 0 1 0
1 0 0
ED’] F%— 1 1 1
o sl ol sl 6

7| GND
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NOT-Gate:

A NOT gate has only one input and one output. The NOT gate is also known as an Inverter
Gate or Complement. The output of the not gate is complement of input. The output can be

Expressed as Y=A’

NAND-Gate:
NAND gate has two or more inputs and only one output. The NAND operation also be
performed if a combination of an AND gate and a NOT gate. If any one of the input is O is the

output is 1. In all other cases the output is 0. The output can be expressed as Y=A.B.

NOR-Gate:

NOR gate has two or more inputs and only one output. The NOR operations can also be
Performed if a combination of an OR gate and a NOT gate. If any one of the input is 1 is the
Output is 0. In all other cases the output is 1. The output can be expressed as Y=A+B.

EX-OR Gate:

The output of an Exclusive-OR gate ONLY goes “HIGH” when its two input terminals are at
“DIFFERENT” logic levels with respect to each other.

An odd number of logic “1’s” on its inputs gives logic “1” at the output. These two inputs can
be at logic level “1” or at logic level “0” giving us the Boolean expression

o Q=(A@DB)=AB+AB

EX-NOR Gate:
Basically the “Exclusive-NOR” gate is a combination of the Exclusive-OR gate and the NOT

gate but has a truth table similar to the standard NOR gate in that it has an output that is normally
at logic level “1” and goes “LOW?” to logic level “0” when ANY of its inputs are at logic level “1”.

However, an output “1” is only obtained if both of its inputs are at the same logic level, either

binary “1” or “0”. For example, “00” or “11”. This input combination would then give us the

Q=(A@®B)=AB+AB

West Godavari Institute of Science & Engineering Page 5
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Procedure:

1. Check the components for their working.

2. Insert the appropriate IC into the IC base.

3. Make connections as shown in the circuit diagram.

4. Provide the input data via the input switches and observe the output on output LEDs

5. Tabulate the values for different input combinations.

Result:
CO-PO-PSO Mapping of the Experiment
Exp POs
No Exp Name COs PSOs Taxonomy
Verification of truth
L | tables of Logic gates | O | PO1,P02,PO3,POY9,PSO1,PSO2 Analyse
CO-PO-PSO Justification
CO.No PO/PSO Level Justification
Moderately having the knowledge on logical
PO1 2 operations
PO2 1 Slightly having the knowledge of mathematics
PO3 2 Moderately having the knowledge to connect circuit
on breadboard in digital trainer Kit
col Moderately student will gain the team and
PO9 1 importance of individual work while doing
experiments in laboratory
PSO1 2 Should have the knowledge on working of logic
gates
PSO2 2 Moderately used while connecting the logical
circuits

West Godavari Institute of Science & Engineering
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2. DESIGN A SIMPLE COMBINATIONAL CIRCUIT WITH
FOUR VARIABLES, OBTAIN MINIMAL SOP EXPRESSION AND
VERIFY THE TRUTH TABLE

West Godavari Institute of Science & Engineering ~~~~~~~~~ Ppage9
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SOP To minimal SOP:

F=Y (4, 6, 12, 14)
F=A’BC’D’+A’BCD’+ABC’D’+ABCD’

CD
.- 00 01 11 10
00
01 1 1
11 1 1
10
F=BD’

West Godavari Institute of Science & Engineering Page 10
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2. Design a Simple Combinational Circuit with Four Variables,
Obtain Minimal Sop Expression and Verify the Truth Table

Aim: Design and implement a simple combinational circuit with four variables and obtain

Minimal SOP expression and verify the truth table using Digital Trainer Kit.

Components Required:
1. Logic gates (IC) trainer kit.

2. Connecting patch chords.
3. 1C 7408, IC 7404

Theory:

The minimization will result in reduction of the number of gates (resulting from less number
of terms) and the number of inputs per gate (resulting from less number of variables per term) ¢ the
minimization will reduce cost, efficiency and power consumption.

The minimum sum of products (MSOP) of a function, f, is a SOP representation of f that
contains the fewest number of product terms and fewest number of literals of any SOP
representation of f.

Ex:f= (ABCD +A'BCD+ AB'CD+ .....) is called sum of products. The + is sum operator
which is an OR gate. The product such as AB is an AND gate for the two inputs A and B.

West Godavari Initute of Science & Engineering ~~~~~~~~~~ pagell
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Simplified Logic Diagram:

DL

TRUTH TABLE:

epartment of ECE

>
w
@)

O

Given
function

Minimal
function

P lr|lRr|lRr|lRP|lRP|RP|lRP|lO|lO|lO|lO|O |0 |O |O
Rl |lRr|lr|lolojlo|lo|rRr |||, |lOjO0|O |
R~ |o|lo|r, |||l |k |lO|O|F |~ |O|O

o Ok Ok Ok O |k |O|—r |O |k |Oo
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Procedure:
1. Check the components for their working.
2. Insert the appropriate IC into the IC base.
3. Make connections as shown in the circuit diagram.
4. Provide the input data via the input switches and observe the output on output LEDs
5. Tabulate the values for different input combinations.
Result
CO-PO-PSO Mapping of the Experiment
POs
Exp No Exp Name COs PSOs Taxonomy
Design a simple
2 Comg'rr;iti'tona' CO3 | po1,p0O2,PO3,POYPSOLPSO2 | APPY
CO-PO-PSO Justification
CO.No PO/PSO Level Justification
Strongly having the knowledge on operation of logical
PO1 3 circuit and reduce the logical expression to design
simple combinational logic circuits
PO2 2 Moderately having the knowledge of mathematics
Moderately having the knowledge to reduce the given
PO3 2 . :
expression using k-maps and demorgan theorms to
co2 design simple circuit.
Moderately student will gain the team and importance of
PO9 1 T : .
individual work while doing
experiments in laboratory
Should have the knowledge on working of combinational
PSO1 2 logic circuit
PSO2 2 Moderately used while connecting the logical circuits

West Godavari Institute of Science & Engineering

Page 13




Department of ECE

West Godavari Institute of Science & Engineering ~~~~~~~~~ Ppageld




Department of ECE

3. VERIFICATION OF FUNCTIONAL TABLE OF
3TO 8 LINE DECODER/DE-MULTIPLEXER

West Godavari Institute of Science & Engineering ~~~~~~~~~ Ppage1l5
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Pin Diagram(3 to 8 decoder):

Address input pin A1 O [i6jvee
Address input pin g 2| 15lvo Output pin 0
Address input pin [ 3| 14lv1 Qutput pin 1
Enable input (active LOW) G2A[ 4 13v2 Qutput pin 2
Enable input (active LOW) ﬁeﬂi 7415138 12]y3 Output pin 3
Enable input (active HIGH) G1[§| 11lv4 Output pin 4
Output pin 7 Y77 [10l¥5 Output pin 5
GND[ g | gve Output pin 6

Functional Diagram 3 to 8 decoder:

g —& 0 p—
E—1I8 1 p—
¥ —¢ .
% 7as138 S P 2
4b— 3
. ——d G2A sh—
Z —dam 6 b——o
= — Gl 7 p—
TRUTH TABLE:
INPUTS OUTPUTS
ENABLE SELECT
G2A’ | G2PB’ Gl C B A 0 1 2 3 4 5 6 7
1 X X X X X 1 1 1 1 1 1 1 1
X 1 X X X X 1 1 1 1 1 1 1 1
X X 0 X X X 1 1 1 1 1 1 1 1
0 0 1 0 0 0 0 1 1 1 1 1 1 1
0 0 1 0 0 1 1 0 1 1 1 1 1 1
0 0 1 0 1 0 1 1 0 1 1 1 1 1
0 0 1 0 1 1 1 1 1 0 1 1 1 1
0 0 1 1 0 0 1 1 1 1 0 1 1 1
0 0 1 1 0 1 1 1 1 1 1 0 1 1
0 0 1 1 1 0 1 1 1 1 1 1 0 1
0 0 1 1 1 1 1 1 1 1 1 1 1 0
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3. Verification of Functional Table Of
3 to 8 Line Decoder / De-Multiplexer

Aim: verify the truth table of 3 to 8 line Decoder/De-Multiplexer

Components Required:
1. Digital IC trainer Kit

2. Connecting Wires

3. 1C 74138, IC 74139

Theory:

This decoder circuit gives 8 logic outputs for 3 inputs and has a enable pin. The circuit is
designed with AND and NAND logic gates. It takes 3 binary inputs and activates one of the eight
outputs. 3 to 8 line decoder circuit is also called as binary to an octal decoder.

A de-multiplexer is a combinational logic circuit that receives the information on a single

input and transmits the same information over one of 2" possible output lines. The bit
combinations of the select lines control the selection of specific output line to be connected to the

input at given instant

Procedure:

Check the components for their working.
Insert the appropriate I1C into the IC base.
Make connections as shown in the circuit diagram.

Provide the input data via the input switches and observe the output on output LEDs.

o~ w DN PE

Tabulate the output values for different selection input combinations.
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DEMULTIPLEXER:

Pin Diagram:

Functional Diagram:

SELECT

"a L e 1%E5, GMND

el
DATA DUTPUTS

Outputs

> Y}
—> Y1
—> Y2
Input 1:8 g
Din ——» DEMUX g
—> V4
P> \'5
— Y6
—> Y7
1
Truth table:
DATA | SELECT INPUTS OUTPUTS
INPUT
Din S2 S1 SO Y7 Y6 Y5 Y4 Y3 Y2 Y1 YO
Din 0 0 0 0 0 0 0 0 0 0 Din
Din 0 0 1 0 0 0 0 0 0 Din 0
Din 0 1 0 0 0 0 0 0 Din 0 0
Din 0 1 1 0 0 0 0 Din 0 0 0
Din 1 0 0 0 0 0 Din 0 0 0 0
Din 1 0 1 0 0 Din 0 0 0 0 0
Din 1 1 0 0 Din 0 0 0 0 0 0
Din 1 1 1 Din 0 0 0 0 0 0 0

West Godavari Institute of Science & Engineering
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Procedure:

1. Check the components for their working.

2. Insert the appropriate IC into the IC base.

3. Make connections as shown in the circuit diagram.

4. Provide the input data and selection inputs via the input switches and observe the output on

output LEDs.

5. Tabulate the values for different selection input combinations.

Result:
CO-PO-PSO Mapping of the Experiment
POs
Exp No Exp Name COs | PSOs Taxonomy
3to 8 line
3 Decoder/De- Co? PO1,PO2,PO3,PO4,P0O9,PSO1,PSO2 Apply
multiplexer
CO-PO-PSO Justification
CO.No PO/PSO Level Justification

Strongly having the knowledge on operation of decoder

PO1 3 and de multiplexer logical circuit and truth tables

PO2 2 Moderately having the knowledge of mathematics

PO3 2 Moderately having the knowledge to connect the IC based
on logic diagram

Cco2 PO4 2 Moderately having the knowledge to construct decoder or

de multiplexer using logic gates

PO9 1 Moderately student will gain the team and importance of
individual work while doing
Should have the knowledge on working of combinational

PSO1 2 logic circuit

PSO2 2 Moderately used while connecting the logical circuits
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4. FOUR VARIABLE LOGIC FUNCTION USING 8 TO 1
MULTIPLEXER.
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Pin Diagram:

vee D4 D3 DE D7 g s 7
g

5] [5] [l [&] [2] [i] [0] [o]

) IC 74151

I W W Ik
¥ E

D3 D2 DI DO Y GND

Multiplexer Functional diagram:

D0 ——— Enable | Select Inputs | Output
gi — E s2|s1]so Y
i 0 X | % | x 0
- % 31 _\'O 1 0 0 0 DO
ats utput
e
. 1 0]1]1 D3
D 1 0o]o]|o0o| D1
E — 1 0ol 1 D3
(Enable 1 0 1 0 Dé
. | | 1 o[1]1] b7
S2 S1 SO

Select Inputs
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4. Four variable logic function using 8 To 1 Multiplexer.

Aim: To design and observe the truth table of four variable logic function using 8 To 1

Multiplexer using 1C74153 (MUX).

Components Required:

1. IC 74151
2. Patch Cords & Single Lead Wires

3. Digital IC Trainer Kit.

Theory:

An 8-to-1 multiplexer consists of eight data inputs DO through D7, three input select lines S2
through SO and a single output line Y. Depending on the select lines combinations, multiplexer
decodes the inputs. The below figure shows the block diagram of an 8-to-1 multiplexer with
enable input that enable or disable the multiplexer. Since the number data bits given to the MUX
are eight then 3 bits (23=8) are needed to select one of the eight data bits. The truth table for an 8-
tol multiplexer is given below with eight combinations of inputs so as to generate each output
corresponds to input. For example, if S2= 0, S1=1 and S0=0 then the data output Y is equal to D2.

Similarly the data outputs DO to D7 will be selected through the combinations of S2, S1 and SO as
shown in below figure.

For a 4 variable function, there are 16 possible combinations. To implement 4 variable
function using 8:1 MUX, use 3 input as select lines of MUX and remaining 4th input and function

will determine its input of MUX. Let us demonstrate it with an example:

F(B,C,D,A) = X(1,5,7,9,10,11,)
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Truth Table for Given Function:

A B C D Decimal F Remark
equivalent

ol 0| 0] o0 0 O ep
ol o] 0|1 1 1
0ol 0| 1|0 2 0| F=0
o] 0| 1] 1 3 0
0| 1/ 0] 0 4 0| F=p
0] 1/ 0] 1 5 1
0| 1] 1|0 6 0 k=D
0| 1] 1| 1 / 1
1100/ o0 8 0 F=0
110[0] 1 9 0
11 0] 1] 0 10 L1 =
110 1] 1 11 1
1] 1] 0] o0 12 0 | F=0
1/ 1] 0] 1 13 0
1] 1] 1] o0 14 0 | F=0
10 1] 1] 1 15 0

Logical diagram for given function using Multiplexer

o7
D6
]
Bto1 = F
D3
02
DL

Yy rYveyv ooy

0
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Procedure:

1. Check the components for their working.

2. Insert the appropriate I1C into the IC base.

3. Make connections as shown in the circuit diagram.

4.Provide the input data via the input switches and observe the output on output LEDs.

5. Connect the inputs and selections lines according to implement four variable function.

6. Tabulate the values for different input combinations.

Result:
CO-PO-PSO Mapping of the Experiment
Exp Exp Name COs POs Taxonomy
4 variable logic
4 function verification CO2 POL,PO2,PO3,PO4,POI,PSOLPSO2 Apply
using 8 tol multiplexer
CO-PO-PSO Justification
CO.No | PO/PSO Level Justification
Strongly having the knowledge on operation of multiplexer circuit
PO1 3 and truth tables
PO2 3 Moderately having the knowledge of mathematics
PO3 3 Moderately having the knowledge to connect the IC based on logic
diagram
COos3 PO4 3 Moderately having the knowledge to construct decoder or de
multiplexer using logic gates
PO9 1 Moderately student will gain the team and importance of individual
work while doing experiments in laboratory
Should have the knowledge on working of combinational logic
PSO1 2 circuit
PSO2 2 Moderately used while connecting the logical circuits
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5. DESIGN FULL ADDER CIRCUIT AND VERIFY ITS
FUNCTIONAL TABLE.
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Functional Diagram:

s "‘ , S
B .__L) , éuss>=
) L3
1 7403\3
Truth table:
Inputs Outputs
A B C-in Sum C-out
0 0 0 0 0
0 0 1 1 0
0 1 0 1 0
0 1 1 0 1
1 0 0 1 0
1 0 1 0 1
1 1 0 0 1
1 1 1 1 1

West Godavari Institute of Science & Engineering

Page 28




Department of ECE

5. Design Full Adder Circuit And Verify Its Functional Table.

Aim: To design full adder using logic gates and to verify the truth table.

Apparatus Required:

1. 1C7486, 1IC7408, 1C7432.
2. Digital IC Trainer Kit.

3. Patch Chords Single Lead Wires

Theory:
A full adder is a combinational circuit that forms the arithmetic sum of input; it consists of
three inputs and two outputs. A full adder is useful to add three bits at a time but a half adder

cannot do so. In full adder sum output will be taken from X-OR Gate, carry output will be taken
from OR gate.

Procedure:

1. Verify the gates.

2. Make the connections as per the circuit diagram.

3. Switch on VCC and apply various combinations of input according to truth table. Note
down the output readings for half/full adder, Sum and the carry bit for different

combinations of inputs verify their truth tables.

Result:
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CO-PO-PSO Mapping of the Experiment

POs
Exp No Exp Name COs PSOs Taxonomy
5 full adder circuit CO2 PO1,PO2,PO3,PO4,PO9,PSO1,PSO Create
2
CO-PO-PSO Justification
CO.No PO/PSO Level Justification
Strongly having the knowledge on operation of
POL 3 multiplexer circuit and truth tables
PO2 5 Moderately having the knowledge of mathematics
Moderately having the knowledge to connect the
PO3 2 o
IC based on logic diagram
co? PO4 5 Moderately having the knowle_dge to _construct
decoder or de multiplexer using logic gates
Moderately student will gain the team and
PO9 1 : S ) )
importance of individual work while doing
experiments in laboratory
Should have the knowledge on working of
PSO1 9 combinational logic circuit
PSO2 9 Moderately used while connecting the logical

circuits
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6. VERIFICATION OF FUNCTIONAL TABLES OF
J KEDGE TRIGGERED FLIP -FLOP
J KMASTER SLAVE FLIP-FLOP, D FLIP FLOP
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Functional Diagram:

JK flip flop:

J Q

CLK

K Q
D flip flop:

D=7 Q
CLK—— .
IC Pin diagram:

2 (3 (3 [ 0l [3] [5]

JK master slave flip flop:

Figura 13 - Flip-flop J-K com Preset e Clear.

==

=k .
LRG— CLRE

8 9 4 3 2 {11 0 9]

|
[ 120 3] 147 IS e] Y]

J474
Cual D Flip=Flop
with Preset ond Clear

West Godavari Institute of Science & Engineering

K CLR §

s CK
E:J PR O K CLR @

uuuuuuuu

7476
Dual J/K M/S Flip—Flop
with Preset and Clear
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6. Verification of Functional Tables of J K Edge Triggered Flip —Flop
J K Master Slave Flip —Flop, D Flip Flop

Aim: To verify the truth table of J-K flip-flop-JK master Slave flip-flop, and D flip-flop.

Apparatus:
1. Digital IC Trainer Kit.

2. Patch cards.

3. Single lead wires.

4. JK flip-flop IC7476,
5. D flip flop IC 7474

Theory:

JK Flip-Flop:

This simple JK flip Flop is the most widely used of all the flip-flop designs and is
considered to be a universal flip-flop circuit. The sequential operation of the JK flip flop is exactly
the same as for the previous SR flip-flop with the same “Set” and “Reset” inputs. The difference
this time is that the “JK flip flop” has no invalid or forbidden input states of the SR Latch even

when S and R are both at logic “1”.

The Master-Slave JK Flip-flop:

The Master-Slave Flip-Flop is basically two gated SR flip-flops connected together
in a series configuration with the slave having an inverted clock pulse. The outputs from Q and Q
from the “Slave” flip-flop are fed back to the inputs of the “Master” with the outputs of the
“Master” flip flop being connected to the two inputs of the “Slave” flip flop. This feedback
configuration from the slave’s output to the master’s input gives the characteristic toggle of the JK

flip flop as shown in the circuit diagram.

West Godavari Institute of Science & Engineering ~~~~~~~~ Page35




Department of ECE

Truth Tables: JK Flip flop

CLK J K Q Q STATE
0 X X Q Q NO CHANGE
1 0 0 Q Q NO CHANGE
1 0 1 0 1 Reset Qto 0
1 1 0 1 0 SetQtol
1 1 1 - - Toggle
Truth Tables: D Flip flop
CLK D Q Q STATE
0 X Q Q NO CHANGE
1 0 0 1 Reset Qto 0
1 0 1 0 SetQtol
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Race-Around Condition In J-K Flip Flop:

Practically, we don’t get toggling. Since, clock pulse is more than the propagation delay,
so within one clock pulse the output will keep on toggling again and again and it may become
indeterminate. This is known as race around condition. Race Around condition occurs

because of the feedback connection

D (DELAY) FLIP-FLOP:

The D (Delay) flip-flop is used for storing the information. It is basically an RS flip-
flop with an inverter in the R input. Fig. shows a clocked D flip-flop. NAND gates 1 and 2 from a
basic RS flip-flop and gates 3 and 4 modify it into a clocked RS flip-flop. The D input is to the S
input and its complement through gate 5 is applied to the R input. The D flip-flop is often called a
‘delay flip-flop’. The word ‘delay’ describes what happens to the data or information at input D. In

other words, the data, i.e. 0 or 1 at the input D is delayed by one clock pulse from getting to output

Q.

Procedure:

. Take the required flip flop IC and place on bread board
Connect the JK/D inputs to input switches.

Connect the outputs to output LEDS.
apply +5V DC power to Vcc and ground Pins of IC

Connect the clock and check outputs for each input combinations and tabulate the values.
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Result:
CO-PO-PSO Mapping of the Experiment
POs
Exp No Exp Name COs PSOs Taxonomy
6 FLIP-FLOPS CO4 PO1,PO2,PO3,PO4,PO9,PSO1,PSO | Analyse
2
CO-PO-PSO Justification
CO.No PO/PSO Level Justification
Strongly having the knowledge on operation of
PO1 3 flip-flops and truth tables
PO2 5 Moderately having the knowledge onconnections
Moderately having the knowledge to connect the
PO3 2 2
IC based on logic diagram
CO4 Moderately having the knowledge to construct
PO4 1 : : .
flip-flop using logic gates
Moderately student will gain the team and
PO9 1 : o ; :
importance of individual work while doing
experiments in laboratory
Should have the knowledge on working of
PSO1 2 sequential I logic circuit
PSO?2 9 Moderately used while connecting the logical

circuits
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7. DESIGN AFOUR BIT RING COUNTER USING D FLIP —
FLOPS/JK FLIP-FLOP AND VERIFY OUTPUT

West Godavari Institute of Science & Engineering ~~~~~~~~~~ Page4l




Department of ECE

Functional diagram:
Four Bit Ring Counter Using D Flip — Flops

Qo Q1 Q2 Q3

—pClk Q' bClk Q' —pClk Q' Clk Q'p
R l R | R R
Clk —e l

® ® RESET
Four Bit Ring Counter Using JK Flip — Flops
Q0 01 Q2 1Q3
J
sl PR
J Q J Q ] [} / Q 50
—DC —p C <P C —C

T I

cLock

Truth Table:

CLOCK

I—‘OOOHOOOC’?J
on—xooon—\oog
oon—\ooon—\og
ooon—xooow@

O N[OOI WN
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7. Design a Four Bit Ring Counter Using D Flip — Flops / JK Flip-
flop and Verify Output

Aim: verify the truth tables of 4 bit ring counter using D flip-flops

Components Required:

1. IC 747417476

2. 1C Trainer kit

3. patch cards

4. single lead wires

Theory:

Ring counter is a typical application of Shift resister. Ring counter is almost same as the shift
counter. The only change is that the output of the last flip-flop is connected to the input of the first
flip-flop in case of ring counter but in case of shift resister it is taken as output. Except this all the

other things are same.

Procedure:

1. Take corresponding flip flop I1Cs as required quantity.

2. Place the ICs on trainer kit bread board and interconnect as per circuit diagram.
3. Apply DC power supply to VCC and GND pins of ICs

4. Connect all four outputs to output LEDs and clock from clock output of the Kit.

5. And tabulate the output count by applying clock pulses.

Result

West Godavari Institute of Science & Engineering ~~~~~~~~~ Ppaged3




Department of ECE

West Godavari Institute of Science & Engineering ~~~~~~~~~ pagedd




Department of ECE

CO-PO-PSO Mapping of the Experiment

POs
Exp No Exp Name COs PSOs Taxonomy
7 four bit ring CO6 | PO1,PO2,PO3,PO4,PO9,PSOLPSO | Create
counter )
CO-PO-PSO Justification
CO.No PO/PSO Level Justification
Strongly having the knowledge on operation of
PO1 3 counter circuit and truth tables
PO2 3 Moderately having the knowledge of mathematics
Moderately having the knowledge to connect the
PO3 2 L . :
counter using interconnection of flip-flops
CO6 PO4 5 Moderately having the knowledge to modify the
counter value
Moderately student will gain the team and
PO9 2 : S ) )
importance of individual work while doing
experiments in laboratory
Should have the knowledge on working of
PSO1 9 combinational logic circuit
PSO?2 5 Moderately used while connecting the logical

circuits
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8. DESIGN A FOUR BIT JOHNSON’S COUNTER USING D FLIP-
FLOPS/JK FLIP FLOPS AND VERIFY OUTPUT
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Functional Diagram:

Johnson counter using D flip flops:

Qo Q1 Q2

)
Q

W
2
A 4
W

RESET

CLK
Johnson counter

Johnson counter using JK flip flops:

L Q0 o1 Q2 Q3
Jo Qo 3 Q J Q, 3 Qs

F/Fo

A 4

e F/Fs 0 F/F, —)  F/Fs

Truth Table:

CLOCK

HHHHOOOOC’CB)
OI—\I—\I—\HOOOQ
OOI—\I—\I—‘I—‘OOQ
ooon—\n—\n—\n—\og

~N|o|o B~ WN -
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8. Design a Four Bit Johnson’s Counter Using D Flip-Flops / JK Flip

Flops and Verify Output

Aim: verify the truth tables of four bit Johnson’s counter using D Flip-flop/ JK Flip- flops

Components Required:

1.1C 7474]7476
2.1C Trainer kit
3.patch cards

4.single lead wires

Theory:

Johnson counter also known as creeping counter, is an example of synchronous counter. In

Johnson counter, the complemented output of last flip flop is connected to input of first flip flop

and to implement n-bit Johnson counter we require n flip-flop. It is one of the most important type

of shift register counter. It is formed by the feedback of the output to its own input. Johnson

counter is a ring with an inversion. Another name of Johnson counter are: creeping counter,

twisted ring counter, walking counter, mobile counter and switch tail counter.

Procedure:

1.

2.

3.

4.

Take corresponding flip flop I1Cs as required quantity.

Place the ICs on trainer kit bread board and interconnect as per circuit diagram.
Apply DC power supply to VCC and GND pins of ICs

Connect all four outputs to output LEDs and clock from clock output of the Kit.

And tabulate the output count by applying clock pulses.

Result:
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CO-PO-PSO Mapping of the Experiment

POs
Exp No | Exp Name COs PSOs Taxonomy
four bit Johnson’s
8 counter CO6 | po1,PO2,PO3,PO4POY PSOLPSO2 | CTERE
CO-PO-PSO Justification
CO.No | PO/PSO Level Justification

Strongly having the knowledge on operation of counter

PO1 3 circuit and truth tables

PO2 3 Moderately having the knowledge of mathematics
Moderately having the knowledge to connect the counter

PO3 2 o . :
using interconnection of flip-flops

CO6 . .

PO4 5 Moderately having the knowledge to modify the counter
value

PO9 2 Moderately student will gain the team and importance of
individual work while doing experiments in laboratory
Should have the knowledge on working of combinational

PSO1 2 logic circuit

PSO2 2 Moderately used while connecting the logical circuits

West Godavari Institute of Science & Engineering ~~~~~~~~~~~ page51




Department of ECE

West Godavari Institute of Science & Engineering ~~~~~~~~~ Ppage52




Department of ECE

9. VERIFY THE OPERATION OF 4-BIT UNIVERSAL
SHIFT REGISTER FOR DIFFERENT MODES OF OPERATION
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Functional Diagram:

PARALLEL OUTPUT
N

SERIAL OUTPUT A Ay Az Ay ™
S r>—
N
SERIAL OUT
Q Q Q Q
clear —>> D D D D
CLK
- P p—— 4x1 » 4x1 4x1 4x1
MUX MUX MUX MUX
so—» 3 21 o > 3 1 o 3 2 1 o 32 1 o
-
t 171 T 1 T 1.
o= =
IR : - RN e : - SERIAL INPUT
RIGHT SHIFT REQUIRED PARALLEL INPUT

Pin Diagram: IC 74LS194

Vece Qa Qg
WIS |13 |12 In|]w0]]|9
Cg

Qa

1112]|3||4]]|5]||6||7]|8

m"':'mn e A 8 c D, wwft GND
. L L] ol
input  PARALLEL INPUTS -t:n'
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9. Verify the Operation of 4-Bit Universal Shift Register
for Different Modes of Operation

Aim: To verify the operation of 4- Bit Universal Shift Register and observe the same for
Different modes of operation.

Components Required:
. 1C 745194

1

2. Digital IC Trainer kit
3. patch chords
4

. single lead wires

Theory:

A register that can store the data and /shifts the data towards the right and left along with the
parallel load capability is known as a universal shift register. It can be used to perform
input/output operations in both serial and parallel modes. Unidirectional shift registers and
bidirectional shift registers are combined together to get the design of the universal shift register.

It is also known as a parallel-in-parallel-out shift register or shift register with the parallel load.
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Truth Table:

S0 S1 Operating Mode
0 0 Locked

1 0 Shift-Right

0 1 Shift-Left

1 1 Parallel Loading

Input data:

CLK| Q3] Q2] Q1] Qo
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Procedure:

. Connect the circuit diagram on trainer kit as shown in the diagram.

. Select the mode by using SO, S1 of the IC to operate register in different modes.

. Connect all parallel outputs to output LEDS. And parallel inputs to input switches.
. Connect serial output to output led and serial input to the serial data generator.

. To shift the data right or left select mode and apply required no. of clock pulses.

. And observe SISO, SIPO, PISO, PIPO operations.

Result:
CO-PO-PSO Mapping of the Experiment
POs Taxonom
Exp No | Exp Name COs PSOs y
g | AbitUniversal Shift |~ o | b1 po2 pO3 PO4POY PSOLPSO |  Create
Register 2

CO-PO-PSO Justification

CO.No |PO/PSO | Level Justification

Strongly having the knowledge on operation of different types of
PO1 3 registers and truth tables

PO2 3 Moderately having the knowledge on flip-flops

PO3 2 Moderately having the knowledge to connect the registers using
interconnection of flip-flops

CO5 PO4 2 Moderately having the knowledge to operate the shift register in
different modes

Moderately student will gain the team and importance of
individual work while doing
experiments in laboratory

PO9 2

Should have the knowledge on working of combinational logic
PSO1 2 circuit

PSO2 2

Moderately used while connecting the logical circuits
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10. MOD-8 RIPPLE COUNTER AND CONSTRUCT A CIRCUIT
USING T-FLIP-FLOPS
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Functional Diagram:

QA QB QcC
logicl
Ta Qa H Ts Qs Tc Q:c #
Ly L
Q. Q' Qc’
ClK
Truth Table:

COUNT STATE Q2 Q1 QO
0 0 0 0
1 0 0 1
2 0 1 0
3 0 1 1
4 1 0 0
5 1 0 1
6 1 1 0
7 1 1 1

West Godavari Institute of Science & Engineering Page 60




Department of ECE

10. Mod-8 Ripple Counter and Construct A Circuit Using
T-Flip-Flops

Aim:
Draw the circuit diagram of MOD-8 ripple counter and construct a circuit using T-Flip-Flops

and test it with a low frequency clock and sketch the output waveforms.

Components Required:
1. 1IC 7476
2. IC Trainer kit
3. patch cards
4. single lead wires

Theory:

Ripple counter is an Asynchronous counter. It got its name because the clock pulse ripples
through the circuit. An n-MOD ripple counter contains n number of flip-flops and the circuit can

count up to 2" values before it resets itself to the initial value.

The modulus of a counter is given as 2" where n is number of flip-flops. So a 3 flip-flop
counter will have a maximum count of 2%=8 counting states and would be called a MOD-8
counter. The maximum binary number that can be counted by the counter is 2"-1 giving a

maximum count of (111) i.e 23-1=7 in binary.

Procedure:

Place the two JK flip-flop ICs on IC base

Short the J&K to get toggle Flip flop operation .interconnect the circuit as shown in the figure.
Apply dc power to vce and gnd pins of ICs ,Connect all outputs to output LEDs

And apply clock pulse to get next count.

Continue clock giving up to maximum count.

And tabulate the working for each clock.
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Result:
CO-PO-PSO Mapping of the Experiment
POs
Exp No Exp Name COs PSOs Taxonomy
MOD-8 ripple
10 counter CO6 | po1,p02,PO3,PO4POY PSOLPSO2 | CTEAtE
CO-PO-PSO Justification
CO.No PO/PSO Level Justification
Strongly having the knowledge on operation of counter
PO1 3 circuit and truth tables
PO2 3 Moderately having the knowledge of mathematics
PO3 2 Moderately having the knowledge to connect the
counter using interconnection of flip-flops
CO6 PO4 2 Moderately having the knowledge to modify the
counter value
Moderately student will gain the team and importance
PO9 2 L . .
of individual work while doing
experiments in laboratory
Should have the knowledge on working of
PSO1 2 o RS
combinational logic circuit
PSO2 2 Moderately used while connecting the logical circuits
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11. MOD-8 SYNCHRONOUS COUNTER CIRCUIT USING T-
FLIP-FLOPS
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Functional Diagram:

QO Q1 Q2
L, J :
1 T @ T“'af_D—T'r:.'
= = o
{ w & { w w
clkicount
Truth Table:
COUNT STATE Q2 Q1 Q0
0 0 0 0
1 0 0 1
2 0 1 0
3 0 1 1
4 1 0 0
o 1 0 1
6 1 1 0
! 1 1 1
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11. Mod-8 Synchronous Counter Circuit Using T-Flip-Flops

Aim:
Design MOD-8 synchronous counter and construct a circuit using T-Flip-Flops and verify the

result and sketch the output waveforms

Components Required:

1. IC 7476
2. I1C Trainer Kit
3. patch cards

4. single lead wires

Theory:
In Synchronous Counter, the external clock signal is connected to the clock input of EVERY
individual flip-flop within the counter so that all of the flip-flops are clocked together
simultaneously (in parallel) at the same time giving a fixed time relationship. In other words,
changes in the output occur in “synchronization” with the clock signal. The result of this
synchronization is that all the individual output bits changing state at exactly the same time in
response to the common clock signal with no ripple effect and therefore, no propagation delay.
The modulus of a counter is given as 2" where n is number of flip-flops. So a 3 flip-flop
counter will have a maximum count of 2°=8 counting states and would be called a MOD-8 counter.
The maximum binary number that can be counted by the counter is 2"-1 giving a maximum count
of (111) i.e 2%-1=7 in binary.
Procedure:

Place the two JK flip-flop 1Cs on IC base

Short the J&K to get toggle Flip flop operation .interconnect the circuit as shown in the figure.
Apply dc power to vce and gnd pins of ICs ,Connect all outputs to output LEDs

And apply clock pulse to get next count.

Continue clock giving up to maximum count.

And tabulate the working for each clock.
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Result:
CO-PO-PSO Mapping of the Experiment
POs Taxonom
Exp No Exp Name COs PSOs y
MOD-8
11 synchronous CO6 PO1,PO2,PO3,PO4,PO9,PSO1,PSO Create
counter using 2
CO-PO-PSO Justification
CO.No PO/PSO Level Justification

Strongly having the knowledge on operation of

PO1 3 counter circuit and truth tables
Moderately having the knowledge of

PO2 3 mathematics
Moderately having the knowledge to connect the

PO3 2 > : .
counter using interconnection of flip-flops

CO6 PO4 5 Moderately having the knowledge to modify the

counter value
Moderately student will gain the team and

PO9 2 : N - :
importance of individual work while doing
experiments in laboratory
Should have the knowledge on working of

PSO1 2 combinational logic circuit

PSO2 9 I\{Iodgrately used while connecting the logical
circuits

West Godavari Institute of Science & Engineering

Page 69




Department of ECE

West Godavari Institute of Science & Engineering ~~~~~~~~~ Page70




Department of ECE

12. A) ONE BIT COMPARATOR
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Functional Diagram:

-

Pin Diagram:

Truth table:

D

1513 12 10

o U

C=AB

E=AB

1 1411 9

=) A<B

®D=m¢aza

=) A-B

A>B A3 A2 Al AO

B3 B2 Bl BO

1E

;

vCC

vce
Ach IC 7485
Gnd
A=n A>B A=B A<B
8l =l 2
INPUTS OUTPUTS
A B A>B A=B A<B
0 0 0 1 0
0 1 0 0 1
1 0 1 0 0
1 1 0 1 0

West Godavari Institute of Science & Engineering

Page 72




Department of ECE

12. A) One Bit Comparator

Aim: Draw the circuit diagram of a single bit comparator and test the output.

Components Required:

1.1C 7485, IC 7400, IC 7410, IC 7420, IC 7432, IC 7486, IC 7402, IC 7408, IC 7404,
2.Digital 1C Trainer kit
3.patch cards

4.single lead wires

. Theory:

Magnitude Comparator is a logical circuit, which compares two signals A and B and
generates three logical outputs, whether A > B, A = B, or A < B. IC 7485 is a high speed 4-bit
Magnitude comparator, which compares two 4-bit words. The A = B Input must be held high for

proper compare operation

Procedure:
Check all the components for their working.
Insert the appropriate IC into the IC base.

Make connections as shown in the circuit diagram.

M w0 poE

Apply two inputs which you want to compare to input switches and ground the all unnecessary

inputs.

o

Connect three comparison outputs A=B, A>B, A<B to output LEDs.
6. Apply different inputs. Observe outputs for different input combinations and tabulate in the

tabular form.

Result
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12. B) 7 SEGMENT DISPLAY CIRCUIT USING DECODER AND
7-SEGMENT LED
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Pin Diagram:

8 Indjno
p indino
2 indino
q indjno
e indino
6 indino

} indino

1OH/ST AGt
OH A9+ 0} g+

6 8 [ A0

04 L | () ¥ induy

q! 9 |(8) g indui

4! § | induy yueyq

£l arrs ¥ | Indino yuep
1! ¢ [1s6) Aejdsip
Sl 2 |{¥) O Indul

91 n o1 |(@) g indu

Functional Diagram:
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12. B) 7 Segment Display Circuit Using Decoder and 7-Segment Led

Aim: Construct 7 Segment Display Circuit Using Decoder and 7 Segment LED and test it.

Components Required:

1.1C Trainer kit
2.patch cards
3.single lead wires
4.1C 7447

Theory:

Seven segment display is an electronic device which consists of seven Light Emitting Diodes
(LEDs) arranged in a some definite pattern (common cathode or common anode type), which is used
to display Hexadecimal numerals (in this case decimal numbers, as input is BCD i.e., 0-9).

Two types of seven segments LED display:

. Common Cathode Type: In this type of display all cathodes of the seven LEDs are connected
together to the ground or —Vcc (hence, common cathode) and LED displays digits when some
‘HIGH’ signal is supplied to the individual anodes.

. Common Anode Type: In this type of display all the anodes of the seven LEDs are connected to
battery or +Vcc and LED displays digits when some ‘LOW?’ signal is supplied to the individual
cathodes.

But, seven segment display does not work by directly supplying voltage to different segments of
LEDs. First, our decimal number is changed to its BCD equivalent signal then BCD to seven
segment decoder converts that signals to the form which is fed to seven segment display.

Note —

For Common Anode type seven segment LED display, we only have to interchange all ‘0s’ and
‘1s’ in the output side i.e., (for a, b, ¢, d, e, f, and g replace all ‘1’ by ‘0’ and vice versa) and solve
using K-map.

Output for first combination of inputs (A, B, C and D) in Truth Table corresponds to ‘0’ and last
combination corresponds to “9°. Similarly rest corresponds from 2 to 8 from top to bottom.

BCD numbers only range from 0 to 9, thus rest inputs from 10-F are invalid inputs.
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Truth Table:

Digit| Al B, C| D| a| b| c| d]| e fl g
0 0 0 0 0 0 0 0 0 0 0 1
1 0 0 0 1 1 0 0 1 1 1 1
2 0 0 1 0 0 0 1 0 0 1 0
3 0 0 1 1 0 0 0 0 1 0
4 0 1 0 0 1 0 0 1 1 0 0
5 0 1 0 1 0 1 0 0 1 0 0
6 0 1 1 0 0 1 0 0 0 0 0
7 0 1 1 1 0 0 0 1 1 1 1
8 1 0 0 0 0 0 0 0 0 0 0
9 1 0 0 1 0 0 0 0 1 0 0
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Procedure:

Check all the components for their working.

Insert the appropriate IC into the IC base.

Make connections as shown in the circuit diagram.

. Apply 4 inputs to the input switches and seven outputs to the 7 segment display.

Apply different possible input combinations and observe glowing of LEDS in 7 segment.

Tabulate the readings

Result:
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CO-PO-PSO Mapping of the Experiment
POs
Exp No Exp Name COs PSOs Taxonomy
single bit
comparator,
7 Segment
12 Display Circuit | CO2 | pO1,PO2,PO3,PO4,PO9,PSOL,PSO2 Apply
Using Decoder
and 7 Segment
LED
CO-PO-PSO Justification
CO.No | PO/PSO Level Justification
Strongly having the knowledge on operation of comparator
PO1 3 and 7segment display and truth tables
PO2 2 Moderately having the knowledge on working
PO3 9 Moderately having the knowledge to connect the IC based on
logic diagram
PO4 9 Moderately having the knowledge to construct comparator and
Co2 7-segment converter using truth tables
Moderately student will gain the team and importance of
PO9 1 L : .
individual work while doing
experiments in laboratory
Should have the knowledge on working of bcd to 7segment
PSO1 5 converter and common anode, cathode type 7-segment
displays .
PSO2 2 Moderately used while connecting the logical circuits
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13. BCD ADDER CIRCUIT
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IC internal circuit Diagram:

4 bit BCD Adder
By B, By B, *\I.\ Ay A Ay
IER RER
Cous 4 bit Binary Adder c.=0
combinational '—T‘
ok g S 8, S S| = Addert
e ey pb T R S, E’-;—- =
z, . 5. ¥ /‘E:\— g
| L 2 5 /T Ll
| \ I
' 5351\_'
+ | I
B, B, B, B, Ay A4 Ay
(o oz Ca™0
- 4 bit Binary Adder ‘—lAddtrZ
S, S, S, S, S
ouf | | | l
tput casry LR
. T
Final Sum output
Fig5: 4-bit BCD adder
Pin Diagram:

A1, A2, A3, A4: First 4 bit Input
B1, B2, B3, B4: Second 4 bit input
S1, S2, S3, S4: 4 bit output

CO: Carry input J
C4: Carry output A4 |1 E B4
s3 [2 15] s4
A3 [3 14] co
o
B3 [2 = 13] ca
=
Vvce | 5 ~ E Ground
s2[6 11] B1
B2 [7 10] A1
A2 [8 E s1
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13. BCD Adder Circuit

Aim: Design BCD Adder Circuit and Test the Same using Relevant IC
Components Required:

1.1C Trainer kit
2.patch cards
3.single lead wires
4.1C 7483

Theory:

The digital system handles the decimal number in the form of binary coded decimal numbers
(BCD). A BCD Adder Circuit that adds two BCD digits and produces a sum digit also in BCD.
BCD numbers use 10 digits, 0 to 9 which are represented in the binary form0000t0o 1001, i.e.
each BCD digit is represented as a 4-bit binary number. When we write BCD number say 526, it

can be represented as

5 2 6
\ ¢ \
0101 0010 0110

Here, we should note that BCD cannot be greater than 9.

The addition of two BCD numbers can be best understood by considering the three cases that

occur when two BCD digits are added.
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Truth table
A3 A2 Al A0
1 0 0 0
B3 B2 Bl BO
0 1 0 0
S3 S2 S1 S0
0 0 1 0
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Example:
Input: A=0111 B =1000
Output: Y =1 0101
Explanation:

Add two BCD numbers using ordinary binary addition.

If four-bit sum is equal to or less than 9, no correction is needed. The sum is in proper BCD form.
If the four-bit sum is greater than 9 or if a carry is generated from the four-bit sum, the sum is
invalid.

To correct the invalid sum, add 0110 to the four-bit sum. If a carry results from this addition, add
it to the next higher-order BCD digit.

Thus to implement BCD Adder Circuit we require:

4-bit binary adder for initial addition

Logic circuit to detect sum greater than 9 and

One more 4-bit adder to add 0110, in the sum if sum is greater than 9 or carry is 1.

The logic circuit to detect sum greater than 9 can be determined by simplifying the Boolean
expression of given BCD Adder Truth Table.

Procedure:

Check all the components for their working.

Insert the appropriate IC into the IC base.

Make connections as shown in the circuit diagram.

Connect the input pins to input switches and outputs to output LEDs

Apply two different BCD numbers which you want to add.

o o ~ w0 D P

Observe output sum from output LEDs

Result:
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CO-PO-PSO Mapping of the Experiment

POs
Exp No Exp Name COs PSOs Taxonomy
BCD Adder
. Circuit CO2 | po1,P0O2,PO3,PO4POY,PSOLPSO2 | APPIY
CO-PO-PSO Justification
CO.No PO/PSO Level Justification

Strongly having the knowledge on operation of

PO1 3 multiplexer circuit and truth tables

PO2 2 Moderately having the knowledge of mathematics
Moderately having the knowledge to connect the IC

PO3 2 -
based on logic diagram
Moderately having the knowledge to construct

PO4 2 : . )
decoder or de multiplexer using logic gates

CO2

Moderately student will gain the team and

PO9 1 : L - :
importance of individual work while doing
experiments in laboratory
Should have the knowledge on working of

PSO1 2 o LTS
combinational logic circuit

PSO?2 5 Moderately used while connecting the logical

circuits
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14. 1C74154 DE-MULTIPLEXER

Pin Diagram:
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74154

INPUTS QUTPUTS
Ve, A ~

W
—‘;L-z: e {17 {1 13—

T
ngapananndl
Data Out Yee
SERTTSH Ve s |

Data ¥ 74LS154 2
D CB A i

20 21 22] 73] 1

Address In Gind-

14. 1C74154 De-Multiplexer

West Godavari Institute of Science & Engineering

Page 92




Department of ECE

Aim: Design an experimental model to demonstrate the operation of 74154 De-Multiplexer using
LED’s for outputs.
Components Required:

1. IC Trainer kit

2. patch cards

3. single lead wires
4. IC 74154

Theory:

De-multiplexers perform the opposite function of multiplexers. They transfer a small number
of information units (usually one unit) over a larger number of channels under the control of
selection signals. The general de-multiplexer circuit has 1 input signal, n control/select signals
and 2" output signals. De-multiplexer circuit can also be realized using a decoder Circuit with
enable.

Standard De-multiplexer IC packages available are the TTL 74LS138 1 to 8-output de-
multiplexer, the TTL 74LS139 Dual 1-to-4 output de-multiplexer or the CMOS CD4514 1-to-16
output de-multiplexer.

Another type of de-multiplexer is the 24-pin, 74LS154 which is a 4-bit to 16-line de-
multiplexer/decoder. Here the individual output positions are selected using a 4-bit binary coded

input. Like multiplexers, de-multiplexers can also be cascaded together to form higher order de-

multiplexers.
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Truth Table:

Outputs
0(11(2 |3 (4|56 |7 |89 |10/11|12|13|14|15

111|111 (1|1 )1 1|1 1|1
1/1 1|11 |11 (1|11 |1 1|1
1/1 1|11 |11 (1|11 |1 1|1

1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
0

1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
0
1

1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1

1
1

1/0 (1121121111 |1 1|1
1/1}/0j12 1|11 (1|1 1|1 1|1
1 /1101|121 {1 |1 1|1 1|1
1/1}j1 )10 |12 (1|1 |1 1|1 1|1
1 /11110 (1 (1|1 1|1 1|1
171111 }11]0 (1|1 |1 |1 1|1
111111 }11{0 |1 |1 |1 1|1
1711111 }1{11]0 |1 |1 1|1
171111 )1 )1 {1 |1]0 |1 1|1
11111 )1 )1 {1 |1 |10 1|1
111111 )1 {1 |1 |1 |10 |1

12,1211 j1 |1 |1 (1|1 1110

171211 }1}1{1}1)1 1 1|1 |0
111|111 (1 {1 |11 |1 1|1
111|111 (1 {1 |11 |1 1|1

Selection inputs

D|C|B|A

X
X
X

o021 (211 /1|1 1|1 1|11

1
0
1
0
1
0
1
0
1
0
1
0
1
0
1

X
X
X

0
0
1
1
0

1
1

0
1
1
0
0
1

0

0
0
1

1

0

1
1
1

0

0

0

0

1

1

Enable

GI’| G2’
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Procedure:

1. Place the appropriate IC in IC base

2. Connect VCC and GND pins to the supply

Connect the input to the input switch to apply logic 1 or logic 0
Connect the all outputs to the output LEDs

Connect selection line to the input switches

o g &~ w

Apply input and check the output for different selection inputs and tabulate the values

Result:
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CO-PO-PSO Mapping of the Experiment

POs Taxonom
Exp No Exp Name COs PSOs y
operation of
Multiplexer 2
CO-PO-PSO Justification
CO.No PO/PSO | Level Justification
Strongly having the knowledge on operation of multiplexer
PO1 circuit and truth tables
PO2 Moderately having the knowledge of mathematics
PO3 Moderately having the knowledge to connect the IC based
on logic diagram
Moderately having the knowledge to construct decoder or de
PO4 ; - -
Co2 multiplexer using logic gates
Moderately student will gain the team and importance of
PO9 o : .
individual work while doing
experiments in laboratory
Should have the knowledge on working of combinational
PSO1 logic circuit
PSO2 Moderately used while connecting the logical circuits
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15. READ AND WRITE OPERATIONS FOR IC 74189
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Pin diagram

U1

4 o 2
&) . !
Q2 —
10 —v S
12 = 1
Q4 —
1
15
14
13
2
3
CE(E) R/W Outputs Mode
0 0 All inputs Write
0 1 Complement of | Read
stored data
1 * Hold

West Godavari Institute of Science & Engineering

Page 100




Department of ECE

15. READ AND WRITE OPERATIONS FOR IC 74189
Aim:
To study the operation of the 4 bit RAM (1.C.74*189)
Apparatus:

» 4-Bit RAM
» Digital IC trainer kit

Theory:

The 1.C. 74*189 is a 16*4 ram in which 16 words can be read or written. The outputs are
open collector and active low. The pin diagram and function table of the IC are given below. CE
is the chip enable and when this is at logic 0, the memory enabled
Procedure:

Write Operation

1. To write into any memory location, apply the address of the chosen memory location at
the address input terminals

2. Apply the data to be stored at the input terminals,
3. Apply logic 0 at the R/W line, and change CE from logic 1 to 0. In this mode, all the
Outputs will be in the one state.
Read Operation

1 To read from any memory location, apply the address of the chosen memory location at the

address input terminals.

2 Apply logic 1 at the R/W line, and then change CE from logic 1 to 0.

Note: In read operation the output is complemented of stored data
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Result:
CO-PO-PSO Mapping of the Experiment
POs
Exp No Exp Name COs PSOs Taxonomy
Read and Write
3 Operations For CO5 PO1,P0O2,PO3,PO4,P0O9,PSO1,PSO2 Create
IC 74189
CO-PO-PSO Justification
CO.No PO/PSO Level Justification

Strongly having the knowledge on operation of

PO1 3 different types of registers and truth tables

PO2 3 Moderately having the knowledge on flip-flops
Moderately having the knowledge to connect the

PO3 2 . O : )
registers using interconnection of flip-flops

CO5 PO4 5 Mo_derat_ely _having the knowledge to operate the shift

register in different modes
Moderately student will gain the team and

PO9 2 : L - :
importance of individual work while doing
experiments in laboratory
Should have the knowledge on working of

PSO1 2 combinational logic circuit

PSO2 2 Moderately used while connecting the logical circuits
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16. DE-MORGAN LAWS
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Circuit Diagram:

Truth Table:
A B (A+B)bar AbaF*Bbar A B (AB)bar Abar+Bbar
5 5 I 1 0 |0 |1 1
0 1 0 0 0 |t |1 L
1 0 0 0 1 0 |1 1
1 1 0 0 1 170 0
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16. DE-MORGAN LAWS

Aim:

To design a circuit for the given Canonical from, draw the circuit diagram and verify the
DE-MORGAN LAWS.

Components Required:
» Logic gates (I1C) trainer Kit.
» Connecting patch chords.
» 1C7400,I1C7402, IC7404, 1C7408, IC7432.

Theory:

De-Morgan suggested two theorems that form an important part of Boolean algebra. In the
equations form, they are

B = E\"‘é

The complement of a product is equal to the sum of the complements.

The complement of a sum is equal to product of the complements.

Procedure:

1. Connections are given as per circuit diagram.
2. Logical inputs are given as per circuit

3. Diagram Observe the output and verify the truth table.

Result:
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CO-PO-PSO Mapping of the Experiment

POs
Exp No | Exp Name PSOs Taxonomy
4 Verification of De- co?2 Aool
Morgan Theorems PO1,PO2,PO3,P0O4,PO9,PSOL,PSO PRly
CO-PO-PSO Justification
CO.No PO/PSO Level Justification

Strongly having the knowledge on operation of multiplexer

PO1 3 circuit and truth tables

PO2 2 Moderately having the knowledge of mathematics

PO3 9 Moderately having the knowledge to connect the IC based
on logic diagram

co? PO4 5 Modera_tely havm_g the knowledge to construct decoder or

de multiplexer using logic gates
Moderately student will gain the team and importance of

PO9 1 T : .
individual work while doing
experiments in laboratory
Should have the knowledge on working of combinational

PSO1 2 logic circuit

PSO2 2 Moderately used while connecting the logical circuits
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